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ALERT SYMBOL
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SYMBOL

UPPER AND
LOWER CASE
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Red: DANGER

Indicates a hazardous situation
which, if not avoided, will result in
death or serious injury.

- - TG PRI .

Indicates a hazardous situation
which, if not avoided, could result
in death or serious injury.

Yellow: CAUTION

Indicates a hazardous situation
which, if not avoided, may result in
minor or moderate injury.

Blue: NOTICE

Preferred signal word to address
practices not ralated to
personal injury.

Green: SAFETY FIRST/THINK

Indicates general instructions
relative to safe work practices &
reminds of proper safety procedures.

LETTERING,
LEFTUSTIFIED

No
smoking.

OSHA & ANSI SAFETY SiGN STRUCTURE

Traditional OSHA-Style signs and labels are the most

widely recognized design format in industry. They are widely
recognized because this style of warning sign has been in
use for decades. OSHA-Style signs use ALL CAPS, and the
message is generally centered undemeath the header. This
standardized sign format continues today to be the choice
for selecting messages in safety signs.

MNewer ANSI-Style signs and labels are gaining in popularity.
While not the OSHA standard, they are recognized by OSHA
as an acceptable waming device. These sign formats and
layouts are designed in conformance with ANSI's Z535
standard. The noticeable differences often include a visual
alert symbol (triangle with an exclamation point!), a large
symbol in the center of the sign, and finally, upper and lower
case lettering for the message section, which is left-justified.
AMSI feels this sign format is easier and quicker to read and
comprahend; studies suppart improved comprehension.

It's still your choice which format to use. Regardless of which
format you choaose, and even if you mix formats in your
facility, be sure to train your employees and contractors on
the importance of recognizing the hazards in your facility,

by understanding the signs to safety.
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T e - PERFORMANCE™

Supanor signs for indoor, extended, or leng-term outdoor marking requirements. Protected in the most exreme environmental and tough industrial conditions.

= Long-term indoor and extended outdoor usahility = Printed with UV stable inks = Sub-surface printed images
= Chemical and abrasion resistance = Flexible mounting options » No-hassle product guarantees

Choose The
Right Stock
Material

Your facility sign is used indoors or oul,

in ordinary condilions or exireme. We olfer
a material to match your needs. Select a
material based vpon your application fo
meet the conlinuous reguirements thal
BNSUres your message is conveyed
clearly and elfectively.

Every sign we make is Amancan-made

and skilfully crafted with quality in mind
Dur stock skgns ane available in a varisty

of maleriaks and printed with lechnodogicaily
advanced inks. With many materials
Teaturing no-hassle exended guarantees
your printed sign will confinua te natify

and alert employass Tor years.

For additional malerials please sae our
Custom Signs section or give us a call.

What Is My Sign
Printed On,
And Will It Last?

Along with looking good, your sign
should last as long as it's needed.
The material you choose depends

on where your sign is golng. We offer
two distinct material lines, Value™ and
Perfarmanca ™, b solvg virtwaly-all
your sign marking needs. For indoor,
of light-duty use, sfart with one of our
popular Value ™ materfals. For harsh
environments and long-termdextended
autdaor exposune, choose Irom our
selection of superior

Performance ™ materials

Look for our 5, 7, and 10-year guaraniee
symbols. Material ordering codes can
be found next to aach material name,
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Peel-off 4-mil
LTE

ADHESIVE DURA-VINYL™ (XV)

Dual-layered Adhesive Dura-Vinyl delivers
exceplional flexibility and performance.
Durahility, even fn the toughest indoor
and ouldoor conditions.

Material Features

* G-mil poly-laminatad flaxible vinyl
= Sub-surface image is protected
by high-gloss polyester film fram
waler, chemicals and abrasion
= Permanent acrylic adhesive backing
= Service lemperature range: -20°F 1o 140°F
= Durability: 5-7 years outdoors
= Square corners without holes;
scored backing for quick peel-off
and application

Applications:

= Indoor and outdoor usage
« Adheres 1o mosl surfaces
+ Excellent in harsh environments

2=-mil high gloss
Winyl Message ovarcoat

DURA-PLASTIC™ (XT)

Designed for adverse indoor and outdoor conditions,
Dura-Plastic otfers rigid durahility and quality that
malch your loughest standards. Sub-surface printed
legend helps to prolect it against the harshest
industrial environments, including chemicals

and abrasion.

Material Features

= Resists abrasion and humidity
= Printed image is on semi-rigid
060" thick Polycarbonate backing
= Protected by 2-mil high-gloss
palyester over-laminate film
= Service lemperature range: -50°F {0 190°F
= Durability: 7 years ouldoors
= Rounded corners and 3/16" mouniing holes

Applications:

= Indoor and ouldoor usage
= High lemperalure areas
= Long-term durability

060" Thick = 2-mil high gloss
Polycarbonals Message overcoat
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T e - PERFORMANCE™

Suparsor signs for indoor, extended, or long-term outdoor marking requirements. Protected in the most axtreme environmental and tough industrial conditions.

= Long-term indoor and extended outdoor usahbility = Printed with UV slable inks = Sub-surface printed images
+ Chemical and abrasion resistance * Flexible mounting options = No-hassle product guarantees

DURA-FIBERGLASS™ (XF)

Extra tough and durable! Providing superior
strength and durability, Dura-Fiberglass
withstands abrasions, impacls,

corrpsion, and chemicals.

Material Features

= Printed image is on
rigid, thick fiberglass backing
= Protected by Z-mil high-gloss
UV polyester over-laminate film
= Superior strenglh and durability
= Service lemperalure range: -20°F 1o 140°F
= Rounded corners and 3/16* mounting holes

Applications:
= Indoor and outdoor usage

= Designed for extireme industrial conditions
= ldeal fior long-term marking needs

Rigid 2-mil high gloss
Fiberglass Message overcoat
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ALUMALITE™™ (XL}

Ultra-light combined wilh high-strenglh makes

this composite aluminum slgn extremely durable -

to withstand lough conditions - indoors and ouldoors -
from impacts and flexing to abuses such as vandalism.

Material Features
= 40% lighter than solid
aluminum at 118" thick
= Printed image is protected
by polyestar over-laminate film
for added chemical and scratch resistance
= Unigue triple-layered composile construction
= Service temperature range: -58°F to 175°F
= Rounded corners with mouniing holes

Applications:

= Indoor and outdoar usage

= Designed for the toughest condilions
* Ideal for long-term marking needs

= Where strength is a requirement

118" thick triple layerad 2-mil high gloss
composite Aleminum Message ovarcoat
]
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